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Model
Number of
   Screen

Size
Aspect
  Ratio

Resolution Video Input

NSD-7DA01 7 16:9 800 480

800 480

800 480

800 480

CVBS, YUV

NSD-7HD01

NSD-8DL01

NSD-8DD01

NSD-17DA01

NSD-17DE01

NSD-17HD01

NSD-19DA01

NSD-19DE01

NSD-19HD01

NSD-7DL02

NSD-7HD02

NSD-8DL02

NSD-8DD02

NSD-4DL04

1

2

4

7

7

7

8

8

4

17

17

17

19

19

19

8

8

16:9

16:9

16:9

4:3

4:3

4:3

4:3

4:3

4:3

4:3

4:3

4:3

4:3

4:3

800 600

800 600

800 600

800 600

1280 1024

1280 1024

1280 1024

1280 1024

1280 1024

1280 1024

960 234

CVBS, SDI,HDSDI

CVBS, SDI,HDSDI

CVBS

CVBS

CVBS

CVBS

CVBS, SDI

CVBS, Y/C,YPbPr,
DVI,VGA

CVBS,DVI,VGA,
SDI

CVBS,DVI,VGA,
SDI,HDSDI

CVBS, Y/C,YPbPr,
DVI,VGA

CVBS,DVI,VGA,
SDI

CVBS,DVI,VGA,
SDI,HDSDI

CVBS, SDI
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Pro-X TFT Series LCD monitor is ideally suited for recording use or 

installation on a camera, jib or vehicle. 

It features excellent brightness and contrast, wide viewing angle, 

low power consumption, slim and lightweight design, high-speed 

response and dual-color (red/green) tally indication LED. 

Also available with optional table bracket, rack installation ear and

jib bracket.

Introduction

On Jib Type

Jib Bracket Type

7DA01/7HD01

Jib Bracket Type

8DL01/8DD01

For Director Type

Director Bag

7DA01/7HD01

Director Bag

8DL01/8DD01

Introduction and Application
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On Table Type

Single-display Portable Type

7DA01/7HD01

On Standard Rack Type

Multi-application Bracket Type

7DL02/7HD02

8DL02/8DD02

4DL04

Multi-display Bracket Type

7DL02/7HD02

8DL02/8DD02

4DL04

Single-display Portable Type

8DL01/8DD01

Single-display Type

17DA01/17HD01/17DE01

19DA01/19HD01/19DE01

Multi-display Type

7DL02/7HD02

Multi-display Type

8DL02/8DD02

Multi-display Type

4DL04

Single-display Type

17DA01/17HD01/17DE01

19DA01/19HD01/19DE01

Introduction and Application
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                                       NSD-7DA01/NSD-7HD01 Series 

                                       colorful LCD monitors, adopt 

                                       professional digital panel, have 

                                       several signal interfaces and 

                                       digital to digital HD/SDI solution.  

                                       Feature with natural color, quick 

response time and abundant applications. They can be 

powered by battery or standard power supply. They are 

portable and  can be handheld easily, installed on the 

camera or put on the table, so can be widely used in the 

studios or outside.

Single-display Portable LCD Monitors

Model

Display Mode

Screen Type

Screen Size

Resolution

Brightness

Contrast Ratio

Pixel Response

Viewing Angles

CVBS Input

YPbPr Input

HD/SDI Input

Loop Through Output

Tally Indication LED

Audio Interface

Audio Level Meter

Built-in Stereo Speakers

Menu

Weight

Dimensions(W H D)

Power Required

Power Consumption

Operating Temperature

Storage Temperature

NSD-7DA01 NSD-7HD01

NTSC/PAL auto-sensing

A-Si TFT Active Matrix

7-inch diagonal

800H RGB 480V

400:1

10ms rise/25ms fall

70 / 70 / 50 / 60 (L/R/ U/D)

BNC 1

BNC 3 No

No

BNC 4 BNC 2

BNC 1

D-sub, 9pins, Dual-color(Red/Green)

L/R RCA 2

Yes

Yes

OSD

204 145 44mm

0.87kg

DC 12V

<9W <15W

0 40 , Humidity 10% 85%RH, 
non-condensing

-10 60 , Humidity 0 90%RH, 
non- condensing

NSD-7DA01/NSD-7HD01

2400cd/m

5

7 wide-scan

400:1 High Contrast Ratio

16:9/4:3 Selectable Aspect Ratio

NTSC/PAL Format Auto-sensing

Support HD Component Input
(NSD-7DA01)

HD/SDI Auto-sensing
(NSD-7HD01)

DuaI-color (red/green) Tally
Indication LED

Audio Level Meter

Built-in Stereo Speakers and
Headphone Output Jack

Selectable V type or 3-stud
battery interface

Optional Director Bag and Jib
Bracket



Single-display Portable LCD Monitors

NSD-7DA01/NSD-7HD01

Dimensions and Functions Instruction
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Accessory Description NSD-7DA01 NSD-7HD01

1/4 W Thread Mount

Sun Hood

Video Cable

Audio Cable

Power Supply(set)

AC Cable

B-type Cable

Package Bag

SDI Cable

Camera Hot Shoe Mount

Camera handle clamp with 1/4 W threaded hole

Director Bag and Jib Bracket are optional accessories

Standard Accessories

Front Panel

1.Headphone Output Jack

2.Mute Button

3.Menu Button

4.Select Button

5.+Button

6.-Button

7.Power Indication LED

9.Audio Level Meter

8.Power Button

10.Built-in Stereo Speakers

11.Tally Indication LED

Rear Panel

5.Tally Input Connector

6.Power Input Connector

4.Audio Input Connectors

1.YUV Input/Output Connectors

2.CVBS Input/Output Connectors

3.HD/SDI Input/Output Connectors

NSD-7DA01 NSD-7HD01

NSD-7DA01

NSD-7HD01



Model NSD-8DL01 NSD-8DD01

Screen Size 8-inch diagonal

Resolution 800H RGB 600V

Contrast Ratio 500:1

Pixel Response 10ms rise/25ms fall

Viewing Angles 70 / 70 / 50 / 70 (L/R/ U/D)

Loop Through Output BNC 2 BNC 3

SDI Input No BNC 2

Brightness

Tally Indication LED D-sub, 9pins, Dual-color(Red/Green)

Audio Interface L/R XLR-3 2

Audio Level Meter Yes

Built-in Stereo Speakers Yes

Menu OSD

Dimensions(W H D) 220 177 54mm

Weight 1.8kg

Power Required DC 12V

Power Consumption <12W <13W

Operating Temperature 0 40 , Humidity 10% 85%RH, 
non-condensing

Storage Temperature -10 60 , Humidity 0 90%RH, 
non- condensing

CVBS Input BNC 2 BNC 1

                                             NSD-8DL01/NSD-8DD01 

                                             Series colorful LCD monitor, 

                                             adopt professional digital panel, 

                                             have several signal interfaces 

                                             and digital to digital SDI solution.  

                                             Feature with natural color, quick 

                                             response time and abundant 

applications. They can be powered by battery or standard 

power supply. They are portable and  can be handheld easily, 

installed on the camera or put on the table, so can be widely 

used in the studios or outside.

Single-display Portable LCD Monitors

NSD-8DL01/NSD-8DD01

Display Mode NTSC/PAL auto-sensing

Screen Type A-Si TFT Active Matrix

2250cd/m

7

8 LCD Screen

500:1 High Contrast Ratio

NTSC/PAL Format Auto-sensing

NSD-8DL01: 2 channels CVBS
Inputs, 2 channels loop through
Outputs

DuaI-color (red/green) Tally
Indication LED

Audio Level Meter

Built-in Stereo Speakers and
Headphone Output Jack

Selectable V type or 3-stud
battery interface

Optional Director Bag and Jib
Bracket

NSD-8DD01: 2 channels SDI and
1 channel CVBS Intupts Switchable

Aluminum Alloy Wire-drawing
Panel

Two handles in the front panel,
convenient to take or put the
monitor




